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(57) Abstract: A network^ system includes a 
server computer system coU'Upled via a computer 
network to a client computeier system, to an email 
computer system, and to a remote computer 
system. The server computeter system downloads 
an email forwarding engine u to the client computer 
system for enabling Ihce email forwarding 
functionality on the client cccomputer system. On 
the client computer system, i the email forwarding 
engine examines start criteriaia, determines whether 
the start criteria have been m<net, obtains new email 
and/or email events from ann email database, and 
forwards the new email anaioVor email events to 
the server computer system. . The server computer 
system maintains them in a i database. The email 
forwarding engine includes a a filter for examining 
the email and/or email eventsts against filter control 
data to determine the data a to transfer and the 
desired transfer protocols. '. The server computer 
system stores an independently modifiable 
copy of user preferences, , e.g., start criteria, 
stored on the client compumtcr system to enable 
remote modification of the i user preferences. In 
accordance with a configura-ation-check schedule, 
the client computer systems determines whether 
any changes to the independently modifiable 
copy of the user preferences s have been made, and 
if so modifies its copy of the e user preferences. 
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SYSTEM AND METHOD FOR AUTOMATICALLY FORWARDING EMAIL 
AND EMAIL EVENTrS VIA A COMPUTER NETWORK TO A SERVER 

COMPUTER 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

This invention relaates generally to computer networks, and more 
particularly relates to autoomatic data forwarding via a computer network to a 
server computer. 

2. Description of the ; Background Art 

Data accessibility zand consistency are significant concerns of computer 
users. For example, whena a user maintains multiple computer sites, e.g., a work 
site and a home site, a useer risks having redundant versions of a document or an 
email. If one of the redunadant copies is modified, then the copies become 
effectively inconsistent. Iif the user fails to notice any inconsistency, interparty 
miscommunication or dataa loss may result. The user must then spend substantial 
time attempting to reconcile the inconsistent versions and addressing any 
miscommunications. 

Data inconsistencyy is often caused when'the redundant copies of the 
document or email are maintained on different sites, and when one or more of the 
redundant copies is inaccesssible. For example, if one of versions is maintained on 
a computer site that is prottected by a network security system such as a 
conventional firewall, e.g..., the work computer site, the security system may 
prevent the user from acceessing the copy. Without access to all computer sites, 
the user is unable to confirirm that the version on an accessible site is the most 
recent draft. 

The problems of ddata inconsistency and inaccessibility arise in the area of 
electronic mail (email). Foor example, a user might maintain email databases at a 
work computer site and at t a home computer site. Based on the security systems 
implemented, a traveling uuser currently working from a remote terminal may not 
have access rights to the wvork computer site or the necessary dedicated 
application programs to paass the intranet security. Thus, the user may not be able 
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to review the email maintained at the work computer site and thus cannot reread or 
respond to work emails until returning to work. Still further, when maintaining 
several accessible sites, the traveling user is burdened to maintain a record < of all 
procedures and passwords to overcome the security system of each site. 

These problems are further exacerbated when using email programss from 
different vendors and which implement different protocols. For example, tithe 
Netscape Navigator™ e-mail client and the Outlook Express™ email clientit each 
manage email across computer networks. However, each email client uses 3 
different formats, stores emails in different files and implements different 
protocols. Thus, the emails are not readily interchangeable. 

Therefore, a system and method are needed for providing users withh email 
consistency and accessibility across a computer network. 

SUMMARY 

A network system includes a server computer system coupled via a i 
computer network to a client computer system, to an email computer systenm, and 
to a remote computer system. The server computer system downloads an eemail 
forwarding engine to the client computer system for enabling the email 
forwarding functionality on the client computer system. On the client compputer 
system, the email forwarding engine examines start criteria, determines whaether 
the start criteria have been met, obtains new email and/or email events froiim an 
email database, and forwards the new email and/or email events to the serwer 
computer system. The server computer system maintains them in a databasse. The 
email forwarding engine includes a filter for examining the email and/or enmail 
events against filter control data to determine the data to transfer and the deesired 
transfer protocols. The server computer system stores an independently 
modifiable copy of user preferences, e.g., start criteria, stored on the client 
computer system to enable remote modification of the user preferences. In 1 
accordance with a configuration-check schedule, the client computer systenm 
determines whether any changes to the independently modifiable copy of thhe user 
preferences has been made, and if so modifies its copy of the user preferenaces. 
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A first method embodiment comprises examining start criteria; 
determining whether the start criteria have been met; obtaining new email e events 
from an email database after the start criteria have been met; and forwardinag 
information corresponding to the new email events via a computer networks to a 
database. 

A second method embodiment comprises establishing a communicaations 
channel with a client computer system; receiving information corresponding to 
new email events from the client computer system; and storing the information 
corresponding to the new email events in a database. 

A third method embodiment comprises obtaining filter control dataa; 
examining email data against the filter control data; determining at least onae 
transfer protocol for the email data based on the examination; and forwardiiing the 
email data according to the at least one transfer protocol via a computer nettwork 
to a database. 

A fourth mediod embodiment comprises obtaining filter control datea; 
examining email data against the filter control data; determining based on tithe 
examination the email data that should not be forwarded; generating receipt* data 
identifying the email data that should not be forwarded; and forwarding the 2 receipt 
data via a computer network to a database. 

A fifth method embodiment comprises storing user preferences on aa client 
computer system; storing an independently modifiable copy of the user 
preferences on a server computer system coupled via a computer network tco the 
client computer system; examining, by the client computer system, a 
configuration-check schedule; determining, by the client computer system, 
whether a configuration check has been scheduled; establishing, by the cliecnt 
computer system if a configuration check has been scheduled, a communicaations 
channel with the server computer system; determining whether any changess to the 
independently modifiable copy of the user preferences stored on the server 
computer system have been made; and modifying, if any changes have beenn made 
to the independently modifiable copy, the user preferences stored on the clident 
computer system according to the changes made. 
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A sixth method embodiment comprises storing on a server computeer 
system an independently modifiable copy of user preferences stored on a cblient 
computer system, the server computer system coupled via a computer network to 
the client computer system; enabling modification of the independently 
modifiable copy of the user preferences on the server computer system; 
establishing a communications channel with the client computer system; annd 
providing any changes made since a last configuration check to the client 
computer system. 

A seventh method embodiment comprises providing website informnation 
offering email forwarding functionality to client computer systems; enablinng the 
client computer systems to request the email forwarding functionality to bee 
downloaded; receiving a request for the email forwarding functionality fronm a 
requesting client computer system; and downloading an email forwarding eengine 
to the requesting client computer system for enabling the email forwarding j 
functionality on the requesting client computer system. 

A first system embodiment comprises a client configuration engine : for 
determining whether start criteria have been met; a retrieval engine, coupleed to the 
client configuration engine, for retrieving email events from an email databbase; 
and a data transmitter, coupled to the retrieval engine, for forwarding inforrmation 
corresponding to the new email events via a computer network to a databasse. 

A second system embodiment comprises a server database manager r for 
establishing a communications channel with a client computer system, for 
receiving information corresponding to new email events from the client coomputer 
system, and for storing the information corresponding to the new email eveBnts in a 
database. 

A third system embodiment comprises a filter for examining email cdata 
against filter control data, and for determining at least one transfer protocol 1 for the 
email data based on the examination; and a data transmitter, coupled to the s filter, 
for forwarding the email data according to the at least one transfer protocol 1 via a 
computer network to a database. 

A fourth system embodiment comprises a filter for examining emailil data 
against filter control data, and determining based on the examination the enmail 
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data that should not be forwarded; a receipt generator, coupled to the filter/, for 
generating receipt data identifying the email data that should not be forwar<rded; 
and a data transmitter, coupled to the filter, for forwarding the receipt data : via a 
computer network to a database. 

A fifth system embodiment comprises a client configuration engines for 
storing user preferences on a client computer system, for storing an independently 
modifiable copy of the user preferences on a server computer system that ias 
coupled via a computer network to the client computer system, for examiniiing a 
configuration-check schedule to determine whether a configuration check hhas 
been scheduled, for determining whether any changes to the independently r 
modifiable copy have been made, and for modifying the user preferences sfetored 
on a client computer system according to the changes made to the independently 
modifiable copy; and a communications engine, coupled to the client 
configuration engine, for establishing a communications channel with the S6erver 
computer system if a configuration check has been scheduled. 

A sixth system embodiment comprises a database for storing an 
independently modifiable copy of user preferences stored on a client compuuter 
system, the server computer system coupled via a computer network to the e client 
computer system; a server configuration engine for enabling modification oof the 
independently modifiable copy of the user preferences on the server compuuter 
system, for establishing a communications channel with the client computeer 
system, and for providing any changes made since a last configuration checck to 
the client computer system. 

A seventh system embodiment comprises website information offeriring 
email forwarding functionality to client computer systems; an email forwar<rding 
engine, coupled to the website information, for enabling the email forwardiiing 
functionality on the client computer systems; and a web server for enablingg the 
client computer systems to request the email forwarding functionality to be i 
downloaded, and for downloading the email forwarding engine to a requestting 
client computer system. 

The system and method advantageously use a trusted third party to 
maintain email and email events within a network system. Accordingly, a i user 
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who maintains for example a work site, a home site and the global server siute can 
forward email and email events to the trusted third party from all three sitess. The 
roaming user can thus access and reply to all emails from all three sites whiiile 
away. Because the system and method operate over the Internet, emails anad email 
events can be forwarded over any distance. Since the system and method irinclude 
email format translation, merging emails between different application proggrams 
and different platforms is possible. Further, because email and/or email ewents are 
forwarded from within a firewall and uses commonly enabled protocols suctch as 
HyperText Transfer Protocol (HTTP), the typical firewall which prevents irin- 
bound communications in general and some outbound protocols does not aact as an 
impediment. Since the user preferences are set, the present system and metithod 
may operate unattended by the client user. The server computer can maintaain a 
complete record of ail emails and email events, so that evidence of the occuurrence 
of non-occurrence of email and events can be maintained. The email systenm 
enables the safe transfer of emails and/or email events possibly using encryyption 
or receipt generation. The email system enables emails and/or email eventas not to 
be forwarded. The email system enables the filtration and transfer protocoMs of the 
emails and/or events to be set by the user based on user preferences such ass 
security level, author, recipients, content, etc. 

BRIEF DESCRIPTION OF THE DRAWINGS 
FIG. 1 A is a block diagram illustrating a network system, in accorddance 

with an embodiment of the present invention; 

FIG. IB is a block diagram illustrating details of an example compuuter 

system of FIG. 1; 

FIG. 2 is a block diagram illustrating details of the email system of I FIG. 1; 

FIGs. 3 A and 3B are a block diagram illustrating details of the emaiiil 
forwarding engine of FIG. 1; and 

FIGs. 4A-4C are a flowchart illustrating a method of installing the eemail 
forwarding engine on a client computer system, in accordance with an 
embodiment of the present invention; 
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FIGs. 5A and 5B are a flowchart illustrating a method of forwardinpg 
emails from a client computer system across a computer network to a serveer 
computer system, in accordance with an embodiment of the present inventidon; and 

FIG. 6 is a flowchart illustrating a method of checking whether therre has 
been remote modification of the user preferences, in accordance with an 
embodiment of the present invention. 

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS 
The following description is provided to enable any person skilled i:in the 
ait to make and use the invention, and is provided in the context of a particcular 
application and its requirements. Various modifications to the embodimentits will 
be readily apparent to those skilled in the art, and the generic principles def fined 
herein may be applied to other embodiments and applications without depaarting 
from the spirit and scope of the invention. Thus, the present invention is noot 
intended to be limited to the embodiments shown, but is to be accorded thee widest 
scope consistent with the principles, features and teachings disclosed hereirin. 

FIG. 1 A is a block diagram illustrating a network system 100, in 
accordance with an embodiment of the present invention. The network sysstem 
100 includes a server computer system 105 coupled via a computer networkk 110 
to a client computer system 1 15, to an email server computer system 120, aand to a 
remote computer system 122. It will be appreciated that the computer network 
110 may include the wide-area network commonly referred to as "the Interrhet" 
and may include one or more local-area networks commonly referred to as ; 
"intranets." 

The server computer system 105 includes a web server 125, an emaail 
system 130 and a server database 135. The web server 125 includes prograam 
code, hardware and/or firmware for presenting web pages managed by the < server 
computer system 105, and for responding to browser requests from a client t 
computer system 1 15. That is, the web server 125 receives data from a broowser 
140 operating on a client computer system 115, and transmits data to the brrowser 
140 operating on a client computer system 115. 

7 
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The email system 130 includes program code, hardware and/or firrrmware 
for enabling a user on a client computer system 1 15 to request email forwarding 
functionality to be added to the client computer system 1 15, for providing 
program code to install and enable email and/or email event forwarding om the 
client computer system 115, and for managing email data (e.g., email and/cor email 
events) forwarded from the client computer system 1 15. Details of the emaail 
system 130 are described in greater detail with reference to FIG. 2. 

The server database 135 includes a data structure, which maintains < emails 
and/or email events being forwarded from the client computer system 115.. The 
server database 135 may include multiple data structures for storing multipple sets 
of emails and/or email events from multiple client computer systems 115. ' The 
structure of the server database 135 is maintained by the email system 130.). 

The client computer system 1 15 includes a browser 140, an email cblient 
145, email and/or email events (illustrated as "email/events") 150, and, if aalready 
installed, an email forwarding engine 155. The browser 140 includes proggram 
code, hardware and/or firmware for enabling a client computer system 115 5 to 
communicate via the computer network 110 with web servers 125 operatedd on 
server computer systems 105, and for presenting information from websitees 
maintained by the web server 125. Examples of browsers 140 include the 
Netscape Navigator™ browser by the Netscape Communications Corporatition and 
the Internet Explorer™ browser by the Microsoft Corporation. 

The email client 145 includes program code, hardware and/or firmware for 
communicating with an email server 160 maintained on the mail server conmputer 
system 120. The email client 145 acts as the interface to conventional emaail 
functionality, enabling a user to make conventional requests such as retriewing, 
writing, reading, forwarding, replying, deleting, etc. Email 150 includes enmail 
downloaded from the email server 160, email created and sent from the clident 
computer system 115, etc. Email events 150 includes transaction informatition 
such as created email, read email, deleted email, forwarded email, deleted \ without 
reading, etc. The email and/or email events 150 preferably does not includde an 
email that has been trashed, e.g., dragged to the trash and the trash emptiedd, but 
preferably does include the trashing event. 

8 
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The email forwarding engine 155 includes program code, hardware i and/or 
firmware for providing the email forwarding functionality to the client comnputer 
system 115. The email forwarding engine 155 is preferably downloaded fhrom the 
server computer system 105, although it may be obtained in several other wvays, 
e.g., uploaded from a CD-ROM or floppy disk, received as an attachment bin an 
email, written, received from any other network site, etc. The email forwanrding 
engine 155 preferably obtains all emails and/or email events 150 and 165 naot yet 
forwarded to the server computer system 105, and forwards them upon 
satisfaction of predetermined criteria such as the expiration of a time limit ( or 
occurrence of a predetermined event. Details of the email forwarding engirine 155 
are described in FIGs. 3A and 3B. 

The email server computer system 122 includes an email server 1600 and 
email and/or email events (illustrated as "email/events") 165. The email seerver 
160 includes program code, hardware and/or firmware for managing email I 
received from the computer network 110, for storing them as email 165, fonr 
forwarding the email to the appropriate client computer systems 115, and ftfor 
maintaining a log of email events such as forwarded email from the client 
computer system to the computer network 110, forwarded email to the cliennt 
computer system from the computer network 110, etc. Upon request by thee email 
client 145, the email server 160 forwards the email 165 to the email client 1145, 
preferably deletes the email 165 stored thereon, and logs the email events aas email 
and/or email events 165. As stated above, the email client 145 stores the reetrieved 
email 165 as email and/or email events 150. Upon request by the email 
forwarding engine 155, the email server 160 forwards copies of email and/c^or 
email events 165 to the email forwarding engine. 155 and preferably does naot 
delete its copies of the emails 165. 

The remote computer system 122 may be an untrusted computer system 
being operated by a traveling user. The remote computer system 122 incluades a 
browser 170 for enabling the traveling user to access and retrieve emails annd 
email events from the server database 135 managed by the email system 1330 on 
the server computer system 125. 

9 
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It will be appreciated that the server computer system 105, the cliennt 
computer system 1 15, the email server computer system 120 and the remotcte 
computer system 122 may each be a single computer or multiple computers^ 
networked together. Further, it will be appreciated that portions of the proggram 
code, hardware and/or firmware on each computer system may be maintainned on 
different computers. Still further, it will be appreciated that the server datakbase 
135, the email and/or email events 150 and the email and/or email events 1(65 
need not be stored on the same computer as the program code, hardware antid/or 
firmware that is managing or manipulating it. 

FIG. IB is a block diagram illustrating details of a computer systemn 175, 
wherein each of the server computer system 105, the client computer systenm 115, 
the email server computer system 120 and the remote computer system 1222 is a 
specific example thereof. The computer system 175 includes a processor 1177, 
such as an Intel Pentium® microprocessor or a Motorola Power PC® 
microprocessor, coupled to a communications channel 183. The computer r system 
175 further includeis an input device 179 such as a keyboard or mouse, an ooutput 
device 181 such as a cathode ray tube display, a communications device 1 885, 
permanent storage 1 87 such as a magnetic disk, and working memory 1 89 5 such as 
Random-Access Memory (RAM), each coupled to the communications chaannel 
1 83 . The communications interface 1 85 may be coupled to the computer naetwork 
1 1 0. One skilled in the art will recognize that, although the permanent storxage 
1 87 and working memory 1 89 are illustrated as different unit, the permanernt 
storage 1 87 and working memory 189 can be parts of the same unit or unites on 
different computer systems. 

One skilled in the art will recognize that the computer system 175 nmay 
also include additional information, such as network connections, additionaal 
memory, additional processors, LANs, input/output lines for transferring 
information across a hardware channel, the Internet or an intranet, etc. Onae 
skilled in the art will also recognize that the program code and data may bee 
received by and stored in the computer system 175 in "alternative ways. FoDr 
example, a computer-readable storage medium (CRSM) reader 191 such ass a 
magnetic disk drive, hard disk drive, magneto-optical reader, CPU, etc. mauy be 

10 
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coupled to the communications channel 183 for reading a computer-readabble 
storage medium (CRSM) 193 such as a magnetic disk, a hard disk, a magnaeto- 
optical disk, RAM, etc. Accordingly, the system 175 may receive programn code 
and data via the CRSM reader 191. Further, it will be appreciated that the 1 term 
"memory" herein is intended to cover all data storage media whether permaanent or 
temporary. 

FIG. 2 is a block diagram illustrating details of the email system 1330. The 
email system 130 includes website information 205, a pre-check engine 21(0, an 
email forwarding engine 215, an identification engine 220, a server configuuration 
engine 225, and a server database manager 230. 

The website information 205 includes program code (e.g., applets, s scripts, 
HTML, etc.) and/or data that the web server 125 provides to browsers 140 i 
accessing the appropriate webpage. The website information 205 may incblude 
descriptions of the email forwarding functionality and the multiple versionas 
available. The website information 205 may also include the buttons and bbutton 
functionality for requesting the email forwarding functionality to be downloaded 
to the requesting client computer system 115. 

The pre-check engine 210 includes program code such as ActiveX 17 ™ 
controls, applets, HTML, script, etc., which when provided to the browser : 140 is 
automatically executed. The pre-check engine 210 determines whether thee client 
computer system 115 has a satisfactory version of the email forwarding enggine 
215 already installed. For example, the pre-check engine 210 may be confifigured 
to examine whether the email forwarding engine 210 already installed therareon 
includes all the necessary modules to conduct satisfactory email and/or emaail 
event forwarding. If the email forwarding engine 215 is too antiquated or i non- 
existent, the pre-check engine 210 will instruct the web server 125 to downnload 
the latest version of the email forwarding engine 215. Otherwise, the pre-ccheck 
engine 210 will instruct the web server 125 to present website information i 205 
informing the user that the version installed thereon is still satisfactory. 

The email forwarding engine 215 includes program code, hardwaree and/or 
firmware for providing the email functionality described above with referesnce to 
FIG. 1A. That is, the email forwarding engine 215 self-installs, determiness 

11 



from 10077105 on 11/24/2004 

:::::::::::::::: x^:::::::::::::::::^^ 



WO 01/71539 



PCT/USSO 1/08407 



whether certain start criteria have been met, and, if so, retrieves newly receeived or 
created emails and/or email events. The email forwarding engine 215 deteermines 
the sensitivity of the email or email event, and forwards the emails, email eevents 
or a message (e.g., receipt confirmation) corresponding to the emails and/oor email 
events to the server computer system 105 for storage. Details of the email ! 
forwarding engine 215 are provided in and with reference to FIGs. 3 A and i 3B. 

The identification engine 220 includes program code, hardware andd/or 
firmware for communicating with the email forwarding engine 155 on the < client 
computer system 1 1 5 to provide it with an ID and password for communiceating 
with the server computer system 105. The identification engine 220 may 
alternatively provide any identification and authentication technique such aas 
certificates, public and private key cryptography, single-key two-way encryption, 
etc. 

The server configuration engine 225 includes program code, hardwyare 
and/or firmware for obtaining client configuration information including thhe 
processor type and speed, the communication protocols, etc. and for obtainhing 
user preferences including preferred start criteria and filter data. The serveer 
configuration engine 225 also provides remote control of user preferences. . For 
example, a user can access the server configuration engine 225 from the renmote 
computer system 122, and request different start criteria for the email forwyarding 
engine on the client computer system 115. The email forwarding engine If 55 
includes program code, hardware and/or firmware that contacts the server 
computer system 105 to check if user preferences have changed. If so, the c email 
forwarding engine 155 will change its preferences, e.g., the start criteria. TThe user 
preferences may also include the configuration-check schedule. Remote coontrol 
of user preferences by the server configuration engine 225 is described in ggreater 
detail in and with reference to FIGs. 3A and 3B. 

The server database manager 230 includes program code, hardware 3 and/or 
firmware for receiving emails and/or email events 150 and 165 from the clilient 
computer system 115, and for storing them in the server database 135. Thee server 
database manager 230 preferably maintains the emails and email events in . 
separate sub-folders, and both in a folder corresponding to the user. If requuested, 
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the server database manager 230 may divide the emails or email events intco sub- 
sub-folders corresponding to user defined preferences. For example, the uaser may 
opt to have emails further divided into sub-sub-folders corresponding to thee sites 
from which they were forwarded, corresponding to the sender, corresponding to 
their sensitivity, etc. 

FIGs. 3 A and 3B are a block diagram illustrating details of the emaail 
forwarding engine 155 on the client computer system 115. The email forwvarding 
engine 155 includes an automatic installation engine 305, a client configuration 
engine 3 10, an email and/or email event retrieval engine 315 (illustrated as s 
"ernaiiyevent retrieval engine"), email server libraries and protocol 320, a lagging 
engine 325, a format converter 330, a communications engine 335, a filter ■ 345, a 
data transmitter 350, an encryption engine 355, a receipt generator 360 and! a user 
interface 365. 

The automatic installation engine 305 includes program code, hardvware 
and/or firmware for automatically installing the remaining components of tithe 
email forwarding engine 155 to provide the email forwarding functionality j 
described above with reference to FIGs. 1 A and 2. The automatic installatidon 
engine 305 preferably uses conventional installation protocols. The automaatic 
installation engine 305 preferably causes the email forwarding engine 155 1 to 
initiate each time the client computer system is booted up, either by placingg it as a 
start-up file or making arrangements with the scheduler on the client compuuter 
system 115. 

The client configuration engine 310 includes program code, hardwaare 
and/or firmware for obtaining system configuration information such as prcocessor 
type and speed, RAM available, etc. and for enabling the user to select 
preferences. Selecting preferences may include selecting start criteria, sucbh as 
every fifteen minutes, every day at a particular time, after a predetermined t event, 
e.g., receipt of an email or an expected email, etc. The user preferences maay be 
initially set to defaults. The client configuration engine 310 uses the 
communications engine 335, described below, to establish a communicatioDns 
channel with the server computer system 105, and forwards the configuratidon 
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information and user selected preferences to the server configuration enginae 225 
of the email system 130, which stores the information. 

After the start criteria have been met, the client configuration enginae 310 
contacts the server configuration engine 225 to determine whether the user : 
selected preferences have been modified remotely. Alternatively, the clientit 
configuration engine 310 may check whether the start criteria have been maodified 
remotely, in accordance with a schedule independent from the start criteria,!, i.e., in 
accordance with a configuration-check schedule. Accordingly, if the user s selected 
preferences, e.g., the start criteria, have been modified, the client configuration 
engine 3 1 0 modifies the user selected preferences, and determines whether r the 
new start criteria have been met. If so, the client configuration engine 3 10 ► 
initiates the email and/or email event retrieval engine 315. Otherwise, the c client 
configuration engine 310 returns to waiting. Similarly, if other user prefereences, 
e.g., filter control data described below, the client configuration engine 3100 
modifies those user preferences. In another embodiment, the filter control < data 
may not be remotely modifiable. It will be further appreciated that the 
configuration-check schedule may also be configured to be modified remotitely. 

The email and/or email event retrieval engine 315 includes programn code, 
hardware and/or firmware for retrieving new email (received from the compputer 
network 110) and email events (such as received email, forwarded email to 3 client 
computer system 115, forwarded email to the computer network 110, etc.) ] 165 
from the email server computer system 120. The retrieval engine also incluude 
program code, hardware and/or firmware for retrieving new email (created I at the 
client computer system 1 15 or received from the email server computer sysstem 
120) and email events (such as created email, forwarded email, replied to eemail, 
trashed email, etc.) 150. It will be appreciated that the retrieval engine 3155 may 
communicate with the email client 145 to retrieve email and/or email evenfcts 150, 
and to act as a proxy to the email server 160 to retrieve email and/or events s 165 
from the email server computer system 120. Alternatively, the retrieval enggine 
315 may obtain the information directly from their storage locations. 

The retrieval engine 315 uses the email server libraries and protocobl 320 
either to communicate directly with the email server 160, to retrieve the emnail 165 
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directly, to communicate with the email client 145, or to retrieve the email 1 165 
and/or email events 150 directly. For example, the email server libraries annd 
protocol 320 include the libraries and protocol for communicating with a wariety 
of different email server formats such as MAPI and the POP3. 

The tagging engine 325 includes program code, hardware and/or firrmware 
for identifying the emails and/or email events 150 and 165 that are being 
forwarded to the server computer system 105. The tagging engine 325 preiferably 
maintains the date and time of the last email and/or email event 150 and 1665 at 
least to the second, and possible to the millisecond. The retrieval engine caan 
compare all emails and/or email events 150 and 165 against this date and titime to 
determine which are new and which have already been forwarded. 

The format converter 330 includes program code, hardware and/or * 
firmware for converting emails and/or email events 150 and 165 to a commnon 
format, e.g., MIME. Not all email server computer systems 120 operate ussing the 
same format. Accordingly, a format converter 330 may be used to forwardd format 
converted emails and/or email events 150 and 165 to the server computer s^ystem 
105 in a single format. 

The communications engine 335 includes program code, hardware t and/or 
firmware for establishing a communications channel with the email systema 130. 
The communications engine 335 includes an ID and password 340 which 
identifies and authenticates the email forwarding engine 155, and thus the xuser. 
The communications engine 335 may use secure connection techniques suach as 
SSL, encryption, private and public key cryptography, etc. The communiccations 
engine 335 enables the other components of the email forwarding engine 1155 to 
communicate with the components the email system 130. 

The filter 345 includes program code, hardware and/or firmware foor 
examining the email and/or email events 150 and 165 that are scheduled toD be 
forwarded to the server computer system 105 against the user preferences ((e.g., 
filter control data), and for determining what data will actually be forwardeed. For 
example, if an email contains sensitive information, a user may prefer not t to have 
it forwarded, to have it forwarded using secure means or to have only a poi>rtion 
forwarded. Similarly, the user may prefer only to have emails from select : 
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individuals forwarded. Thus, in accordance with the filter control data, thee filter 
345 may examine the recipient list, the sender list, the email content, or thee like in 
accordance with the filter control data to control what gets forwarded and hhow. 
For example, a user may specify in the filter control data that, if an email ccontains 
the word "confidential," "privileged," "sensitive," etc., then only a confirmnation 
of receipt (not the email) should be forwarded. The user may also specify 1 that, if 
the email is from "John Smith," then the email should be sent using encrypption. 
The user may also specify that, if the email has been sent to at least one reccipient 
having an email address in a public site such as "yahoo" or "hotmail," thena the 
email can be sent without encryption regardless. The filter 345 operate? onn email 
and email events similarly. 

The data transmitter 350 includes program code, hardware and/or fifirmware 
for transmitting the data that the filter 345 allowed or generated. The transsmitter 
350 may use conventional message packets transfer techniques, handshaking 
protocols, etc. to transfer the data. 

The encryption engine 350 includes program code, hardware and/oi>r 
firmware for encrypting messages being transmitted to the server computer* system 
105. The encryption engine 350 may operate with the communications enggine 
335 when encrypting all messages. The encryption engine 350 may operatite with 
the data transmitter 350 when encrypting all messages, or when transmitting only 
messages specified by the filter 345 to be encrypted. The encryption enginne 350 
preferably uses conventional techniques such as public and private key 
cryptography or two-way single-key encryption. 

The receipt generator 360 includes program code, hardware and/or 1 
firmware for operating with the filter 345 to generate a confirmation of recceipt of 
an email and/or email event 150 or 165 to be forwarded in lieu of the actuakl email 
and/or email event 150 or 165. 

The user interface 365 includes program code, hardware and/or firnmware 
to enable the user to set user preferences and other information. 

FIGs. 4A-4C are a flowchart illustrating a method 400 of automatically 
installing the email forwarding functionality, in accordance with an emboddiment 
of the present invention. The method 400 begins with the browser 140 in sstep 405 
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receiving a request from a user to access a particular website managed by tithe 
server computer system 105. The web server 125 in step 410 presents webosite 
information 205 including the email forwarding functionality option to the ) user. 
In response to a user request, the browser 140 in step 415 selects the optionn. 

The web server 125 in step 420 provides the pre-check engine 210 tto the 
browser 140. The browser 140 in step 425 executes (or interprets) the pre-<-check 
engine 210 to determine whether the client computer system 1 10 already haas a 
satisfactory version of the email forwarding engine 155 installed thereon. I If so, 
then the pre-check engine 210 in step 435 informs the user, and method 4000 then 
ends. Otherwise, the web server 125 in step 440 downloads the latest versidon of 
the email forwarding engine 155 to the client computer system 115. 

In step 445, the browser 140 initiates execution of the automatic 
installation engine 305, which installs the remaining components of the emaail 
forwarding engine 155 on the client computer system 115. The client 
configuration engine 3 10 in step 450 enables the user to select or set preferences 
(e.g., start criteria, filter control data, configuration-check schedule and othher 
information), in step 455 obtains any client configuration information (e.g.,., 
processor type and speed, connection type and speed, etc.) and in step 460 
establishes a communications channel with the server computer system 1055. The 
client configuration engine 3 10 in step 465 forwards any user preferences aand 
client configuration information to the server computer system 105. 

The identification engine 220 in step 470 sends an ID and passwordd (or 
other identification and authentication information) to the client configuratition 
engine 3 1 0, which in step 475 installs the ID and password in the communidcations 
engine 335 of the email forwarding engine 155. The automatic installation! engine 
305 in step 485 places the email forwarding engine 155 as a start-up file, mnakes 
arrangement with the scheduler to start the email forwarding engine 155 uppon 
boot up, or any other equivalent technique. Method 400 then ends. 

FIGs. 5A and 5B are a flowchart illustrating a method 500 of forwaarding 
email and/or email events, in accordance with an embodiment of the presennt 
invention. Method 500 begins with the client computer system 1 1 5 in step > 505 
initiating execution or interpretation of the email forwarding engine 155. TThe 
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client configuration engine 510 in steps 510 and 515 determines whether 
predetermined start criteria have been met. If the criteria have not been mefct, then 
the client configuration engine 510 returns to step 510. 

If the criteria have been met, then the email and/or email event retrieval 
engine 320 in step 520 retrieves new email and/or email events 150 and 1655 from 
the client computer system 1 15 and from the email server computer systema 120. 
The filter 345 in step 525 reviews the emails and/or email events 150 and 1165 
retrieved against filter control data to determine the "security" level of the 
information, the data to transmit and the transfer protocols. For example, tithe user 
may have specified that, if an email message retrieved includes the word 
"privileged," then the email should be encrypted and then forwarded. As aanother 
example, the user may have specified that, if the email and/or email event vwas 
with "John Smith," then nothing about the transaction should be forwarded!. As 
yet another example, the user may have specified that, if an email transaction 
remained only within the local network of the workplace, only a receipt 
identifying the transaction should be forwarded. Based on the filter controM data, 
the filter 345 determines what data to transmit and how to transmit it. 

The format converter 330 in step 530 converts, if necessary, any emnail 
and/or email events to the proper email format. For example, if an email is s in the 
RTF format, but all email on server computer system 105 is maintained in J MIME 
format, the format converter 330 converts the email from the RTF format tco the 
MIME format. 

The communications engine 335 in step 535 uses the ID and passwcord 340 
to establish a communications channel with the email system 130. The taggging 
engine 325 in step 540 records which emails and/or events are being forwanrded, 
preferably, by maintaining the date and time of the last email iand/or event t being 
forwarded to the nearest millisecond. The data transmitter 350 in step 545 
transmits the data to transfer, as determined by the filter 345, according to tithe 
transfer protocols, also as determined by the filter 345, to the email system 1 130. 
The data transmitter 350 uses encryption engine 355 to encrypt messages laabeled 
for encryption and the receipt generator 360 to generate receipts, as neededl. The 
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server database manager 230 in step 550 stores the transferred data in the S6erver 
database 135. Method 500 then ends. 

FIG. 6 is a flowchart illustrating a method 500 of checking whetherr there 
has been a remote modification of user preferences. Method 500 begins width the 
client configuration engine 310 in step 605 examining a configuration-checck 
schedule. The configuration-check schedule may be a default schedule thaut 
defines the times when the client configuration engine 310 should check foor 
remote changes to the user preferences. Alternatively, the configuration-chheck 
schedule may be user defined in the user preferences. In step 610, the cliennt 
configuration engine 310 determines whether a check has been scheduled. If not, 
then the method 600 returns to step 605. 

If a check has been scheduled, then the communications engine 3355 in step 
615 uses the ID and password 340 to establish a communications channel vwith the 
server configuration engine 225 on the server computer system 105. The cblient 
configuration engine 310 in steps 620 and 625 communicates with the serwer 
configuration engine 225 to determine if any remote changes to the user 
preferences have been made. These changes may include changes to the strtart 
criteria and changes to the configuration-check schedule. If not, then methaod 600 
ends. Otherwise, the client configuration engine 310 in step 630 modifies tthe user 
preferences on the client computer system 115. Method 600 then ends. 

The foregoing description of the preferred embodiments of the pressent 
invention is by way of example only, and other variations and modificationas of the 
above-described embodiments and methods are possible in light of the forepgoing 
teaching. For example,, although the server computer, client computer and c email 
server computer are each illustrated as a single device, each may include seeveral 
computers networked together. Although the network sites are being desccribed as 
separate and distinct sites, one skilled in the art will recognize that these sitrtes may 
be a part of an integral site, may each include portions of multiple sites, or i may 
include combinations of single and multiple sites. Further, components of f this 
invention may be implemented using a programmed general purpose digitahl 
computer, using application specific integrated circuits, or using a network c of 
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interconnected conventional components and circuits. Connections may bee wired, 
wireless, modem, etc. The embodiments described herein are not intended i to be 
exhaustive or limiting. The present invention is limited only by the followi/ing 
claims. 
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WHAT IS CLAIMED IS : 

1. A method, comprising: 
examining start criteria; 

determining whether die start criteria have been met; 

obtaining new email events from an email database after the start criteria 
have been met; and 

forwarding information corresponding to the new email events via a a 
computer network to a database. 

2. A system stored on a computer-readable medium, comprising: . 

a client configuration engine for determining whether start criteria hhave 
been met; 

a retrieval engine, coupled to the client configuration engine, for retrieving 
email events from an email database; and 

a data transmitter, coupled to the retrieval engine, for forwarding 
information corresponding to the new email events via a computer networks to a 
database. 

3. A method, comprising: 

establishing a communications channel with a client computer systeem; 

receiving information corresponding to new email events from the cclient 
computer system; and 

storing the information corresponding to the new email events in a 
database. 

4. A system stored on a computer-readable medium, comprising: 

a server database manager for establishing a communications channael with 
a client computer system, for receiving information corresponding to new eemail 
events from the client computer system, and for storing the information 
corresponding to the new email events in a database. 

5. A method, comprising: 
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obtaining filter control data; 
examining email data against the filter control data; 
determining at least one transfer protocol for the email data based oon the 
examination; and 

forwarding the email data according to the at least one transfer protocol via 
a computer network to a database. 

6. A system stored on a computer-readable medium, comprising: 

a filter for examining email data against filter control data, and for 
determining at least one transfer protocol for the email data based on the 
examination; and 

a data transmitter, coupled to the filter, for forwarding the email datta 
according to the at least one transfer protocol via a computer network to a 
database. 

7. A method, comprising: 
obtaining filter control data; 

examining email data against the filter control data; 
determining based on the examination the email data that should noot be 
forwarded; 

generating receipt data identifying the email data that should not be 5 
forwarded; and 

forwarding the receipt data via a computer network to a database. 

8. A system stored on a computer-readable medium, comprising: 
a filter for examining email data against filter control data, and 

determining based on the examination the email data that should not be 
forwarded; 

a receipt generator, coupled to the filter, for generating receipt data i 
identifying the email data that should not be forwarded; and 

a data transmitter, coupled to the filter, for forwarding the receipt ddata via 
a computer network to a database. 
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9. A method, comprising: 

storing user preferences on a client computer system; 
storing an independently modifiable copy of the user preferences oi>n a 
server computer system coupled via a computer network to the client compputer 

system; 

examining, by the client computer system, a configuration-check scchedule; 

determining, by the client computer system, whether a configurationn check 
has been scheduled; 

establishing, by the client computer system if a configuration checkk has 
been scheduled, a communications channel with the server computer systenm; 

determining whether any changes to the independently modifiable ccopy of 
the user preferences stored on the server computer system have been made?; and 

modifying, if any changes have been made to the independently 
modifiable copy, the user preferences stored on the client computer systems, 
according to the changes made. 

10. A system stored on a computer-readable medium, comprising: 

a client configuration engine for storing user preferences on a ciientt 
computer system, for storing an independently modifiable copy of the userr 
preferences on a server computer system that is coupled via a. computer nettwork 
to the client computer system, for examining a configuration-check scheduizle to 
determine whether a configuration check has been scheduled, for determiniiing 
whether any changes to the independently modifiable copy have been madde, and 
for modifying the user preferences stored on a client computer system accoording 
to the changes made to the independently modifiable copy; and 

a communications engine, coupled to the client configuration enginae, for 
establishing a communications channel with the server computer system if fa 
configuration check has been scheduled. 
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11. A method, comprising: 

storing on a server computer system an independently modifiable ccopy of 
user preferences stored on a client computer system, the server computer syystem 
coupled via a computer network to the client computer system; 

enabling modification of the independently modifiable copy of the i ui*sr 
preferences on the server computer system; 

establishing a communications channel with the client computer sysstem; 

and 

providing any changes made since a last configuration check to the ; client 
computer system. 

12. A system stored on a computer-readable medium, comprising: 
a database for storing an independently modifiable copy of user 

preferences stored on a client computer system, the server computer systenm 
coupled via a computer network to the client computer system; 

a server configuration engine for enabling modification of the 
independently modifiable copy of the user preferences on the server compuuter 
system, for establishing a communications channel with the client computeer 
system, and for providing any changes made since a last configuration checck to 
the client computer system. 

13. A method, comprising: 

providing website information offering email forwarding functionahlity to 
client computer systems; 

enabling the client computer systems to request the email forwardinng 
functionality to be downloaded; 

receiving a request for the email forwarding functionality from a 
requesting client computer system; and 

downloading an email forwarding engine to the requesting client coomputer 
system for enabling the email forwarding functionality on the requesting clilient 
computer system. 
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14. A system stored on a computer-readable medium, comprising: 

website information offering email forwarding functionality to cliennt 

computer systems; 

an email forwarding engine, coupled to the website information, for* 
5 enabling the email forwarding functionality on the client computer systemss; and 
a web server for enabling the client computer systems to request thee email 

forwarding functionality to be downloaded, and for downloading the email I 

forwarding engine to a requesting client computer system. 
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SELECTED PREFERENCES IN THE EMAIL FORWARDING 

ENGINE 



THE AUTOMATIC INSTALLATION ENGINE PLACES THE 
EMAIL FORWARDING ENGINE AS A STARTUP FILE 
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FIG. 5B 



TAGGING ENGINE RECORDS WHICH EMAILS AND/OR EVENTS 
ARE BEING FORWARDED 
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DATA TRANSMITTER TRANSMITS THE DATA TO TRANSFER ACCORDING 
TO TRANSFER PROTOCOLS TO THE SERVER COMPUTER 



SERVER DATABASE MANAGER STORES THE TRANSFERRED DATA 
IN THE SERVER DATABASE 
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FIG 5A 



( START ) 




FORVWARDING 
500) 



CLIENT COMPUTER INITIATES EXECUTION OF EMAIL FORWARDING 

ENGINE 
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CLIENT CONFIGURATION ENGINE DETERMINES WHETHER THE 
START CRITERIA HAVE BEEN SATISFIED 



NO 
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EMAIL RETRIEVAL ENGINE RETRIEVES NEW EMAIL 
AND/OR EMAIL EVENTS 
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FILTER REVIEWS EMAILS AND/OR EVENTS TO DETERMINE SECURITY 
LEVEL INFORMATION, DATA TO TRANSFER, AND TRANSFER PROTOCOLS 
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FORMAT CONVERTER CONVERTS EMAIL FORMAT IF NECESSARY 



COMMUNICATIONS ENGINE ESTABLISHES A COMMUNICATIONS 
CHANNEL WITH THE EMAIL SYSTEM 
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FIG. 6 
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CHECK 

600 



CLIENT CONFIGURATION ENGINE EXAMINES A CONFIGURATION- 
CHECK SCHEDULE 



NO 
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COMMUNICATIONS ENGINE ESTABLISHES A COMMUNICATIONS 
CHANNEL WITH THE SERVER COMPUTER SYSTEM 
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CLIENT CONFIGURATION ENGINE DETERMINES IF USER 
PREFERENCES HAVE BEEN MODIFIED 
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CLIENT CONFIGURATION ENGINE MODIFIES USER PREFERENCES 650 

ACCORDINGLY 
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